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CH6 V2

CH6 V2

CH6 V2

CH6 V2

CH6

FIT FOR

CH6

FIT FOR

CH6

FIT FOR

CH6

FIT FOR

power cable

back-to-back connector

corner connector

interconnection cable

Code Connector Lenght

F0001000020 M24M-CH6 V2 2000mm

Code Connector Lenght

F0001000021 2x CH6 V2 60mm

F0001000022 2x CH6 V2 100mm

F0001000023 2x CH6 V2 2000mm

Code Connector

F0001000024 2x CH6 V2

Code Connector

F0001000025 2x CH6 V2
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6mm

10mm

The CH6 V2 connection system is used to wire linear light sources with 
6mm circuit widths. No soldering needed. 

Particularly suitable for FLEXYLED linear light sources, both single-
colour and dual-colour D-Motion, the connector is provided with 
“pressure” contacts guaranteeing the electrical and mechanical 
connection of the light source. The CH6 V2 is ideal for making DIY 
linear luminaires, such as NEXUS.

The CH6 V2 connector is supplied pre-wired with a 2000mm Plug&Play 
power cable and a Micro24 male connector. The collection also 
includes interconnecting cables, a back-to-back connector and an 
corner connector for making “continuous row” lighting systems. 

It is recommended not to bend the light sources during handling 
and assembly as this could impair operation. Refer to the assembly 
instructions supplied with the product for more details.
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CH6

CH6

CH6 

CH6

FIT FOR

CH6

FIT FOR

CH6

FIT FOR

interconnection cable

Code Connector Lenght

F0001000001 M24M-CH6 2000mm

Code Connector

F0001000008 2x CH6

Code Connector Lenght

F0001000002 2x CH6 60mm

F0001000004 2x CH6 100mm

F0001000007 2x CH6 2000mm

power cable

back-to-back connector
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The CH6 connection system is used to wire linear light sources with 
6mm circuit widths. No soldering needed. 

Particularly suitable for FLEXYLED linear light sources, both single-
colour and dual-colour D-Motion, the connector is provided with 
“pressure” contacts guaranteeing the electrical and mechanical 
connection of the light source. The CH6 is ideal for making DIY linear 
luminaires, such as NEXUS.

The CH6 connector is supplied pre-wired with a 2000mm Plug&Play 
power cable and a Micro24 male connector. The collection also 
includes interconnecting cables, a back-to-back connector and corner 
connector for making “continuous row” lighting systems. 

A minimum of 10mm of adhesive base and protective lining must be 
removed when connecting the light source to the CH6 V2 connector.

Then fully insert the FLEXYLED into the connector slot respecting 
the polarity. Finally, press on the connector lock. The lock can be 
reopened.

It is recommended not to bend the light sources during handling 
and assembly as this could impair operation. Refer to the assembly 
instructions supplied with the product for more details.
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CC6

CC6

FIT FOR

CC6

plug&play connector

Code Connector

3076900 CC6-M24F

power cable

Code Connector Lenght

1183701/200/S 2x Micro24 2000mm

Patented
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The CC6 connection system is used to wire linear light sources with 
6mm circuit widths. No soldering needed. 

Particularly suitable for FLEXYLED CSP (Chip Scale Package) linear 
light sources, the connector features a pressure-fit retention clip that 
ensures both the electrical and mechanical connection of the light 
source.

The CC6-M24F connector (patented) receives the 2000mm Plug&Play 
power cable with dual Micro24 male connectors (sold separately).

CC6 is ideal for the industry in installations of linear luminaires and 
light sources (such as DEA) on cabinet sides, allowing the power cable 
to be connected directly on site. With CC6, furniture can be moved 
without interference from power cables.

A minimum of 8mm of adhesive base and protective lining must 
be removed when connecting the light source to the  CC6-M24F 
connector.

Insert the FLEXYLED completely into the connector slot, ensuring 
correct power polarity. Finally, press the retention clip until it locks 
into place.

It is recommended not to bend the light sources during handling 
and assembly as this could impair operation. Refer to the assembly 
instructions supplied with the product for more details.
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CH 3.0

CH 3.0

CH 3.0

CH 3.0

CH 3.0

FIT FOR

CH 3.0

FIT FOR

CH 3.0

FIT FOR

CH 3.0

FIT FOR

power cable M24

power cable M12

back-to-back connector

interconnection cable

Code Connector Lenght

1171401/200/S M24M-CH 3.0 2000mm

Code Connector Lenght

1171501/200/S M12M-CH 3.0 2000mm

Code Connector Lenght

1171601/5/S 2x CH 3.0 50mm

1171601/10/S 2x CH 3.0 100mm

1171601/100/S 2x CH 3.0 1000mm

1171601/200/S 2x CH 3.0 2000mm

Code Connector

1782101/S 2x CH 3.0
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The CH 3.0 connection system allows wiring of linear light sources with 
8 mm wide circuits. No soldering needed. 

Particularly suitable for FLEXYLED linear light sources, the connector 
features pressure contacts that ensure both electrical and mechanical 
connection. CH 3.0 is ideal for creating DIY linear luminaires.

The CH 3.0 connector is supplied pre-wired with a 2000mm Plug&Play 
power cable and either a Micro24 male connector or a Micro12 
male connector (for 12Vdc luminaires). The collection also includes 
interconnection cables and a back-to-back connector, allowing to 
develop continuous-row lighting systems.

To connect the light source to the CH 3.0 connector, it is necessary 
to remove at least 10 mm of the adhesive backing and protective film.

Then fully insert the FLEXYLED into the connector slot respecting 
the polarity. Finally, press on the connector lock. The lock can be 
reopened.

It is recommended not to bend the light sources during handling 
and assembly as this could impair operation. Refer to the assembly 
instructions supplied with the product for more details.
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CH 2.0

CH 2.0

CH 2.0

CH 2.0

CH 2.0

FIT FOR

CH 2.0

FIT FOR

CH 2.0

FIT FOR

CH 2.0

FIT FOR

power cable M24

power cable M12

back-to-back connector

interconnection cable

Code Connector Lenght

1166601/200/S M24M-CH 2.0 2000mm

Code Connector Lenght

1169001/200/S M12M-CH 2.0 2000mm

Code Connector Lenght

1171601/5/S 2x CH 3.0 50mm

1171601/10/S 2x CH 3.0 100mm

1171601/100/S 2x CH 3.0 1000mm

1171601/200/S 2x CH 3.0 2000mm

Code Connector

1166801/S 2x CH 2.0
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The CH 2.0 connection system allows wiring of linear light sources 
with 8mm wide circuits. No soldering. With a width of only 10.5 mm 
(compared to 13 mm of CH 3.0), the connector is ideal for integration 
into compact profiles.

Particularly suitable for FLEXYLED linear light sources, the connector 
features pressure contacts that ensure both electrical and mechanical 
connection. CH 2.0 is ideal for creating DIY linear luminaires.

The CH 2.0 connector is supplied pre-wired with a 2000mm Plug&Play 
power cable and either a Micro24 male connector or a Micro12 
male connector (for 12Vdc luminaires). The collection also includes 
interconnection cables and a back-to-back connector, enabling to 
develop continuous-row lighting systems.

To connect the light source to the CH 2.0 connector, it is necessary 
to remove at least 10 mm of the adhesive backing and protective film.

Then fully insert the FLEXYLED into the connector slot respecting 
the polarity. Finally, press on the connector lock. The lock can be 
reopened.

It is recommended not to bend the light sources during handling 
and assembly as this could impair operation. Refer to the assembly 
instructions supplied with the product for more details.
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A

B

B

MICRO24

MICRO24

MICRO24

2x AWG24 extension

*on request available in black.

distributor

distributor

Code Connector Lenght

1164901/100/S M24M-M24F 1000mm

1164901/200/S* M24M-M24F 2000mm

Type Code Connector Lenght

Type A 1184801/S M24M-3x M24F 150mm

Type B 1180001 M24M-6x M24F 2000mm

Type Code Connector Lenght

Type A 1160301/S M24M-10x M24F 150mm

Type B 1163401/S M24M-10x M24F 2000mm
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MICRO24

MICRO24

MICRO24

2TC

2x AWG24 extension

2x AWG24 cable*

*cable to be soldered for FLEXYLED reel light sources.

*distributor with H05VVH2-F 2x1mmq cable (max 
15A @24VDC) for power supplies without cable on 
secondary side.

*Domus Line dual-colour D-Motion luminaires, 
connected directly to a standard power supply, 
switch to the cooler of the two available colour 
temperatures. The warmer colour of the luminaire 
can be set by connecting the 2TC cable to the 
power cable.

**on request available in black.

distributor 15A*

jumper cable for D-Motion* luminaires

Code Connector Lenght

1183701/200/S M24M-M24M 2000mm

Code Connector Lenght

1184301/S -10x M24F 500mm

Code Connector Lenght

1156600/8/S M24M 80mm

1156600/15/S** M24M 150mm

1156600/200/S** M24M 2000mm

1156600/300/S M24M 3000mm

Code Connector Lenght

1174701/10/S M24F-M24M 100mm
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MICRO12

MICRO12

2x AWG24 extension

distributor

Code Connector Lenght

1174001/100/S M12M-M12F 1000mm

1174001/200/S M12M-M12F 2000mm

1174001/300/S M12M-M12F 3000mm

Code Connector Lenght

1155703/S M12M-10x M12F 150mm
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MICRO 24-12

MICRO 12-24

MICRO 24-12

distributor

M24|M12 adapter cable set

Code Connector Lenght

1170601/S M24M-M12F 100mm

1170601/200/S M24M-M12F 2000mm

Code Connector Lenght

1183603/S M24M-10x M12F 150mm

Code 4015500/S

Wiring IN 100mm M24F|M12M

Wiring OUT 150mm 10xM12F|M24M
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HV

HV

HV

C7-C8 HV MALE

HV MALE

HV MALE

HV FEMALE

Plug & Play power cable

distributor with UE plug

distributor with MiniAmp connector

Code Connector Lenght

1181003/S C7-MML.M 500mm

1180303/S C7-MML.M 2000mm

Code Connector Lenght

1166303 4x MML.F-CEE 7/16 3000mm

Code Connector Lenght

1180803/S MML.M-4x MML.F 1200mm
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The HV connection system allows installations with power supplies 
equipped with C7 plugs for Plug & Play power cables (e.g. D-PRO, 
X-DRIVER and X-DRIVER D-Motion). Power supply cables with a 
MiniAmp male connector allow a series of power supplies to be 
connected to a single cable with a distributor and two-pole plug. An 
addendum distributor is also available allowing power supplies to be 
extended with a “cascade” connection.
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NEMA
CSA distributor

Code Connector Lenght

1166101 NEMA 1-15P | 1-15R 2000mm
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BS plug - EU plug

IP44 three-pole connection box

two-pole connection box

Code Type Finish

1744201/S 3A 600W bianco

Code Finish Type

1778501 bianco 3x1,5 mmq

Code Finish Type

1711501/S bianco 2x1,5 mmq

1727301/S bianco 2x2,5 mmq

ADAPTER

CONNECTION BOX

CONNECTION BOX
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12x7 wireway

9x5 wireway

CABLE DUCT

CABLE DUCT

Code Lenght Finish

3059501 2000mm white

F0005000041 2000mm black matt

Code Lenght Finish

3071401/2000 2000mm white

3071403/2000 2000mm black
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chain mesh wireways

integral attachment set

adapter bracket for integral attachments

fixing bracket for chain mesh wireways

CABLE CHAIN

CABLE CHAIN

CABLE CHAIN

CABLE CHAIN

Code Lenght

F0005000092 1000mm

Code Quantity

F0005000093 2

Code Quantity

F0005000094 2

Code Quantity

F0005000095 2
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Copyright

© 2025 Domus Line®
The brand and name Domus Line are registered trademarks. Domus Line owns brand names and known and widely used logos. The brand 
names and logos published in this catalogue are registered or in any case subject to the laws on unregistered brand names. All reproduction or 
distribution by any means: photocopies, internet, microfilm or other means, total or partial, of this catalogue is forbidden without the written 
permission of Domus Line.

Patents
The patented models, registered and published in this catalogue, are protected and counterfeiting will be prosecuted in accordance with 
the law.

Disclaimer
This document is distributed as “uncontrolled” and Domus Line reserves the right to change the characteristics of the products to meet any 
technical or commercial needs, without prior notice. Domus Line verified the data published in this document with the utmost attention. 
However, because of the variables that exist between the development process and the publication of the catalogue, Domus Line assumes 
no responsibility for errors, gaps in data, inaccuracies, and so on.

Warranty

Each unit is fully guaranteed for a period of 24 months from the date of delivery. From the warranty are excluded all defects caused by force 
majeure (lightning, fire, etc..), as well as any damage caused by improper use of equipment. The products must be installed and/or used in 
accordance with the specifications and instructions given by Domus Line Srl. They must also be installed and/or used in compliance with the 
provisions governing the installation and/or use of electric material force in the country where the products are installed and/or used. To this 
end, the buyer expressly releases Domus Line Srl from any responsibility for improper use, failure to comply with safety standards, technical 
specifications and instructions for use. The products which do not meet the standards and/or specifications in force in the European Union, 
will only be provided to the buyer that in the order specifies that the destination country does not belong to the European Union and 
indicating to have exhausted all the controls on compatibility of safety standards in force in the country outside the EU for which they are 
intended. In the absence of other arrangements for testing of the equipment, the standards established by the CEI (Italian Electrotechnical 
Committee) are valid. The warranty is void without fail in the event of tampering with the equipment by persons or technicians not specifically 
authorized by Domus Line Srl. The warranty does not cover normal wear and tear or the consequences of improper installation, nor the failure 
and/or breaks caused by inexperience and/or neglect.

scan for general conditions of sale
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