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APEX 86 HI
Domus Line

design

Polycarbonate LED profile for recessed 
and semi-recessed installation

Materials:
polycarbonate, thermoplastic polymers
Finishes:
white
Light source:
SHE LED module (168 LED/m)
Wiring:
2000mm
Application type:
wardrobe, kitchen larder
Installation:
recessed and semi-recessed

APEX 86 HI is designed for recessed installation flush with panel on pass-through groove having 
6.5 mm width and 8 mm depth, or semi-recessed installation on pass-through groove having 
6.5 mm width and 5 mm depth. Its length can be adapted to your needs, with a minimum 
of 300 mm and a maximum of 3000 mm. APEX 86 HI is ideal for both vertical and horizontal 
installation on the sides of wardrobes, kitchen tall units or under shelves.

super warm white

2700 K

60 lm/W

Ra ≥ 80

natural white

3900 K

60 lm/W

Ra ≥ 80

Colour appearance

Colour temperature

Luminous efficiency

CRI

Colour appearance

Colour temperature

Luminous efficiency

CRI

* values referring to APEX 86 HI 1000mm
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24Vdc

APEX 86 HI

APEX 86 HI

N

N

8mm

6,5mm

5mm

6,5mm

without switch

* Codes will be provided according to the length requested.

This drawing shows the profile’s 
overall dimensions. See installa-
tion manual for more details.

CONVERTER NOT INCLUDED. TO BE ORDERED SEPARATELY.

For LED converters and accessories 
see page 76 or consult the Domus 
Extra catalogue also available on 
www.domusline.com.

Code Model Watt & Volt

on request* SHE (168 LED/m) 10W @ 24Vdc

APEX 86 HI is designed for recessed installation flush with panel on 
pass-through groove having 6.5 mm width and 8 mm depth, or semi-
recessed installation on pass-through groove having 6.5 mm width 
and 5 mm depth.

 
The specific APEX 86 HI's shape allows the profile 
to be installed perfectly flush with the panel without 
emerging from the milled groove.

 
The APEX 86 HI profile design can be used also for 
semi-recess installation, guaranteeing a 180° light 
projection.

RECESSED INSTALLATION ON 
PASS-THROUGH GROOVE

SEMI-RECESSED INSTALLATION ON 
PASS-THROUGH GROOVE




