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NEXUS is a micro profile designed for do-it-yourself configuration, making it easy to achieve linear lighting solutions customised
‘to the millimetre’ for both recessed and surface installation. The collection, consisting of a universal profile in extruded aluminium, 
two types of opalescent diffuser screens, six different sensors and installation accessories, can be used to configurate luminaires 
for both in-cabinet and under-cabinet application, recessed in blind-milling or through-milling, and surface installed with the 
option of anodised aluminium or matt black finishes.

The diffuser screens, one for configuring the profile for recessed installation - with two micro protrusions, hides any irregularities 
in the groove edges (mouse-bite) - and one to configure the profile for surface installation, couple with the aluminium profile 
to ensure a solid attachment and a perfect fit, without, however, complicating the decoupling of the components. NEXUS can 
be configured with seven different 6mm light sources with adhesive tape: single-colour, dual-colour D-Motion, and dual-colour 
D-Motion Wave. All the light sources are supplied in reels, allowing for custom-length cutting and connection to the power cable 
equipped with the CH6 Plug&Play connector.
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The sensors can be integrated in to the profiles and are supplied with power cable and connector for quick connection to the 
light sources. Available in both recessed and surface-mounted configurations, they allow the switching on and off, brightness 
adjustment (SD - sensor dimmer) and colour temperature selection (SD D-M only for dual-colour D-Motion light sources) of 
luminaires. They are also available for in-cabinet installation with automatic switching on and off with motion PIR Sensor.

The NEXUS collection is completed by end caps in a neutral or black finish with a universal design for recessed installation on 
blind-milling or through-milling, and in a coloured finish (aluminium and black) for surface installation, as well as fixing clips that
allow the luminaire to be easily removed from the groove with no need for tools or installed on the surface.



4_4_

1.

2.

3.

4.

5.

CHOOSE THE
FINISH

CHOOSE THE
INSTALLATION

TYPE

CHOOSE THE 
LIGHT 

SOURCE

CHOOSE 
THE CONTROL

SYSTEM

SCREEN SP SCREEN

WITHOUT SENSOR

END CAPS

CLIPS  SP CLIPS

RECESSED SURFACE

COMPLETE 
THE PROFILE

PROFILE

FLEXYLED

WITH SENSOR FOR 
RECESSED PROFILE

WITH SENSOR FOR 
SURFACE PROFILE WITHOUT SENSOR

SP END CAPS

PROFILE

POWER CORD POWER CORD
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NEXUS for recessed installation with IFR 
motion sensor and FLEXYLED SHEP6B EVO.

CONFIGURATION EXAMPLES 

NEXUS in matt black finish for surface 
installation with SD sensor and FLEXYLED 
UHE6B ES.

NEXUS in aluminium finish for surface 
installation with FLEXYLED HE6B EVO.

NEXUS for recessed installation with SD D-M 
sensor and FLEXYLED SHEP6B D-Motion.

screen NEXUS DIFFUSER SP 
3000mm (F0005000033)

profile NEXUS PROFILE 3000mm 
F32 (F0006000018)

sensor SENSOR SP SD 
(F0126000020)

power cord X

end caps
ENDS SP F46

(F0007000012)

fixing clips CLIPS SP
(F0007000010)

LED strip FLEXYLED UHE6B ES 
(F0218000004)

screen NEXUS DIFFUSER SP 
3000mm (F0005000033)

profile NEXUS PROFILE 3000mm 
F05 (F0006000017)

sensor X

power cord POWER CORD
(F0001000001)

end caps END CAPS SP F10 
(F0007000009)

fixing clips  CLIPS SP 
(F0007000010)

LED strip FLEXYLED HE6B EVO 
(1586601B1/HE/1000)

screen NEXUS DIFFUSER 
3000mm (F0005000032)

profile NEXUS PROFILE 3000mm 
F05 (F0006000017)

sensor SENSOR SD D-M
(F0126000032)

power cord X

end caps X

fixing clips  CLIPS (F0007000011)

LED strip FLEXYLED SHEP6B D-M 
(F0206000001)

screen NEXUS DIFFUSER 
3000mm (F0005000032)

profile NEXUS PROFILE 3000mm 
F05 (F0006000017)

sensor SENSOR IFR 
(F0126000019)

power cord X

end caps X

fixing clips  CLIPS (F0007000011)

LED strip FLEXYLED SHEP6B EVO 
(F0298000003)
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for recessed installation

for surface installation

for recessed installation without sensor

extruded alluminium

NEXUS DIY ENDS

NEXUS DIY PROFILE

NEXUS DIY DIFFUSER

NEXUS SP DIY DIFFUSER

Code Lenght Finish

F0006000042 2000mm alluminium

F0006000017 3000mm alluminium

F0006000043 2000mm black matt

F0006000018 3000mm black matt

Code Lenght Finish

F0005000039 2000mm white

F0005000032 3000mm white

F0005000082 2000mm black

F0005000080 3000mm black

Code Lenght Finish

F0005000040 2000mm white

F0005000033 3000mm white

F0005000083 2000mm black

F0005000079 3000mm black

Code Model Finish

F0007000008 NEXUS white

F0007000037 NEXUS black
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for surface installation

for recessed installation

for surface installation

SP END CAPS

CLIPS

NEXUS SP DIY CLIPS

POWER CORD

INTERCONNECTION CABLE

with CH6 and Micro24 for configuration of
NEXUS without sensor

with CH6 for continuous connection of
FLEXYLED in the NEXUS collection

Code Finish

F0007000009 alluminium

F0007000012 black matt

Code F0007000011

Code F0007000010

Code Lenght

F0001000002 60mm

F0001000004 100mm

F0001000007 2000mm

Code Lenght

F0001000001 2000mm
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+-24Vdc

+-24Vdc

+-

NEXUS SD

NEXUS SD D-M

NEXUS SD | NEXUS SD D-M

Code F0126000018

Input 24VDC

Output 24VDC

Power 72W

Wiring IN 2000mm Micro24

Wiring OUT 30mm CH6

sensor-dimmer for recessed installation

Code F0126000032

Input 24VDC

Output 24VDC

Power 72W

Wiring IN 2000mm Micro24

Wiring OUT 30mm CH6

sensor-dimmer D-M for recessed installation

NEXUS SD and NEXUS SD D-M are sensor-dimmer switches designed for configuring the NEXUS 
profile for recessed installation. NEXUS SD allows switching on, switching off, and adjusting 
the brightness (10-100%) of the individual profile. NEXUS SD D-M allows switching on, switching 
off, adjusting the brightness (5-100%) and selecting of colour temperature in WHC (White 
Changeable) mode. The sensors are supplied with end caps that allow the profile to be installed 
flush in either blind-milling or through-milling, with a 2000mm power cable featuring a Micro24 
male connector, and a 30mm cable with CH6 connector for connection to the FLEXYLED.

sensor-dimmer switches

NEXUS SD (sensor-dimmer) allows switching on, switching off, and adjusting 
the brightness (10-100%) of the individual profile. NEXUS SD D-M (sensor-dimmer 
D-Motion) allows switching on, switching off, adjusting the brightness (5-100%) and 
selecting of colour temperature in WHC (White Changeable) mode.

NEXUS SD and NEXUS SD D-M enable instant switching on of the device, 
while switching off occurs in soft-off mode with a fade of up to 1”. Both sensor 
dimmers feature an indicator light that turns on when the device is off, and can 
be deactivated with six quick taps. When on, the indicator light is set to 40% of 
its maximum brightness. This level automatically increases up to 60% in bright 
ambient light conditions, or decreases down to 10% in low or no ambient light. 
The indicator light has a fixed intermediate color temperature that cannot be 
adjusted. The sensors include an automatic switch-off function that activates 
after approximately 18 hours of continuous operation. For more details, refer to the 
instruction manual.
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NEXUS IFR

NEXUS IFR

NEXUS IFR is a motion sensor designed for configuring the NEXUS profile for recessed 
installation. NEXUS IFR automatically activates switching on (instant) and switching off (with a 
delay of approx. 30 seconds) of single-colour or dual-colour D-Motion light sources integrated 
in the profile by the opening and closing of the door of the cabinet in which it is installed, or 
by movement within the detection area. NEXUS IFR is supplied with end caps that allow the 
profile to be installed flush in either blind-milling or through-milling, with a 2000mm power cable 
featuring a Micro24 male connector, and a 30mm cable with CH6 connector for connection to 
the light source.

motion sensors

The PIR (Passive InfraRed) sensor automatically activates the instant-on and 
delayed-off (approximately 30 seconds) of the luminaire with the opening and 
closing of the door of the cabinet where it is installed, as well as with movement 
within the detection range. For more details, refer to the instruction manual. 

Code F0126000019 F0126000089

Finish white black

Input 24VDC 24VDC

Output 24VDC 24VDC

Power 72W 72W

Wiring IN 2000mm Micro24 2000mm Micro24

Wiring OUT 30mm CH6 30mm CH6

PIR motion sensor for recessed installation
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+-24Vdc

+-24Vdc

+-

NEXUS SP SD | NEXUS SP SD D-M

NEXUS SP SD

NEXUS SP SD D-M

Code F0126000020

Input 24VDC

Output 24VDC

Power max 72W

Wiring IN 2000mm and Micro24 
connector

Wiring OUT 30mm and CH6  
connector

sensor-dimmer for surface installation

Code F0126000033

Input 24VDC

Output 24VDC

Power max 72W

Wiring IN 2000mm and Micro24 
connector

Wiring OUT 30mm and CH6  
connector

sensor-dimmer D-M for surface installation

NEXUS SP SD (sensor-dimmer) allows switching on, switching off, and adjusting 
the brightness (10-100%) of the individual profile. NEXUS SP SD D-M (sensor-
dimmer D-Motion) allows switching on, switching off, adjusting the brightness 
(5-100%) and selecting of colour temperature in WHC (White Changeable) mode.

NEXUS SP SD and NEXUS SP SD D-M enable instant switching on of the device, 
while switching off occurs in soft-off mode with a fade of up to 1”. Both sensor 
dimmers feature an indicator light that turns on when the device is off, and can 
be deactivated with six quick taps. When on, the indicator light is set to 40% of 
its maximum brightness. This level automatically increases up to 60% in bright 
ambient light conditions, or decreases down to 10% in low or no ambient light. 
The indicator light has a fixed intermediate color temperature that cannot be 
adjusted. The sensors include an automatic switch-off function that activates 
after approximately 18 hours of continuous operation. For more details, refer to the 
instruction manual.

NEXUS SP SD and NEXUS SP SD D-M are sensor-dimmer switches designed for configuring 
the NEXUS profile for surface installation. NEXUS SP SD allows switching on, switching off, and 
adjusting the brightness (10-100%) of the individual profile. NEXUS SP SD D-M switching on, 
switching off, adjusting the brightness (5-100%) and selecting of colour temperature in WHC 
(White Changeable) mode. The sensors are supplied with end caps, 2000mm power cable 
featuring a Micro24 male connector, and a 30mm cable with CH6 connector for connection to 
the light source.

sensor-dimmer switches
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NEXUS SP IFR

NEXU SP IFR
PIR motion sensor for surface installation

NEXUS SP IFR is a motion sensor designed for configuring the NEXUS profile for surface 
installation. NEXUS SP IFR automatically activates switching on (instant) and switching off (with 
a delay of approx. 30 seconds) of single-colour or dual-colour D-Motion light sources integrated 
in the profile by the opening and closing of the door of the cabinet in which it is installed, or by 
movement within the detection area. NEXUS SP IFR is supplied with end caps, 2000mm power 
cable featuring a Micro24 male connector, and a 30mm cable with CH6 connector for connection 
to the light source.

motion sensors

Code F0126000021 F0126000090

Finish white black

Input 24VDC 24VDC

Output 24VDC 24VDC

Power 72W 72W

Wiring IN 2000mm Micro24 2000mm Micro24

Wiring OUT 30mm CH6 30mm CH6

The PIR (Passive InfraRed) sensor automatically activates the instant-on and 
delayed-off (approximately 30 seconds) of the luminaire with the opening and 
closing of the door of the cabinet where it is installed, as well as with movement 
within the detection range. For more details, refer to the instruction manual. 
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NEXUS DIY

FLEXYLED D-M

FLEXYLED D-MWA

FLEXYLED

https://www.domusline.com/warning-dyi-profiles/

Code Model Length LED/m Divisibility W/m @V Temperature CCT lm/m lm/W CRI EEC

F0029000002 HE6B PRO 10m 120 LED/m 50mm (6 LED) 9,6W/m @24VDC super warm white 2700 K 1020 106 Ra 80 F

F0029000001 HE6B PRO 10m 120 LED/m 50mm (6 LED) 9,6W/m @24VDC warm white 3000 K 1020 106 Ra 80 F

F0029000003 HE6B PRO 10m 120 LED/m 50mm (6 LED) 9,6W/m @24VDC natural white 4000 K 1020 106 Ra 80 F

1590701B1/SHE SHE6B PRO 10m 180 LED/m 33,3mm (6 LED) 14,4W/m @24VDC super warm white 2700 K 1420 99 Ra 80 F

1590701B/SHE SHE6B PRO 10m 180 LED/m 33,3mm (6 LED) 14,4W/m @24VDC warm white 3000 K 1420 99 Ra 80 F

1590701N/SHE SHE6B PRO 10m 180 LED/m 33,3mm (6 LED) 14,4W/m @24VDC natural white 4000 K 1420 99 Ra 80 F

F0298000001 SHEP6B EVO 10m 216 LED/m 41,7mm (9 LED) 5,6W/m @24VDC super warm white 2700 K 1040 186 Ra 85 C

F0298000002 SHEP6B EVO 10m 216 LED/m 41,7mm (9 LED) 5,6W/m @24VDC warm white 3000 K 1040 186 Ra 85 C

F0298000003 SHEP6B EVO 10m 216 LED/m 41,7mm (9 LED) 5,6W/m @24VDC natural white 4000 K 1100 196 Ra 85 B

1394101B1/UHE/2000 UHE6B 20m 280 LED/m 25mm (7 LED) 10W/m @24VDC super warm white 2700 K 910 91 Ra 90 G

1394101B/UHE/2000 UHE6B 20m 280 LED/m 25mm (7 LED) 10W/m @24VDC warm white 3100 K 940 94 Ra 90 F

1394101N/UHE/2000 UHE6B 20m 280 LED/m 25mm (7 LED) 10W/m @24VDC natural white 4200 K 980 98 Ra 90 F

F0218000003 UHE6B ES 20m 280 LED/m 25mm (7 LED) 5,8W/m @24VDC super warm white 2700 K 640 110 Ra 93 F

F0218000002 UHE6B ES 20m 280 LED/m 25mm (7 LED) 5,8W/m @24VDC warm white 3000 K 640 110 Ra 93 E

F0218000004 UHE6B ES 20m 280 LED/m 25mm (7 LED) 5,8W/m @24VDC natural white 4000 K 700 121 Ra 93 E

Code Model Length LED/m Divisibility W/m @V Temperature CCT lm/m lm/W CRI EEC

1552701/2000 SHE6B D-M 20m 168+168 LED/m 41,7mm (7+7 LED) 10W/m @24VDC white D-Motion 2700-4000 K 780 78 Ra 90 G

F0206000001 SHEP6B D-M 20m 204+204 LED/m 25mm (7 LED) 10W/m @24VDC white D-Motion 3000-4000 K 780 78 Ra 90 G

Code Model Length LED/m Divisibility W/m @V Temperature CCT lm/m lm/W CRI EEC

F0091000001 HE6B D-MWA 10m 50mm (6+6 LED) 42mm (7+7 LED) 9,6W/m @24VDC white D-Motion Wave 2700-4000 K 1054 110 Ra 81 F

FLEXYLED D-MWA is not compatible with the CH6 connection system and can therefore 
be integrated into NEXUS DIY profiles only if equipped with a pre-wired light source (for 
example, FLEXYLED HE D-MWA PW). This light source must be connected to a D-MWA 
(D-Motion Wave) control system by Domus Line.

compatibility with light sources

dual colour

dual colour wave

single colour
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© 2025 Domus Line®
The brand and name Domus Line are registered trademarks. Domus Line owns brand names and known and widely used logos. The brand 
names and logos published in this catalogue are registered or in any case subject to the laws on unregistered brand names. All reproduction or 
distribution by any means: photocopies, internet, microfilm or other means, total or partial, of this catalogue is forbidden without the written 
permission of Domus Line.

Patents
The patented models, registered and published in this catalogue, are protected and counterfeiting will be prosecuted in accordance with 
the law.

Disclaimer
This document is distributed as “uncontrolled” and Domus Line reserves the right to change the characteristics of the products to meet any 
technical or commercial needs, without prior notice. Domus Line verified the data published in this document with the utmost attention. 
However, because of the variables that exist between the development process and the publication of the catalogue, Domus Line assumes 
no responsibility for errors, gaps in data, inaccuracies, and so on.

Warranty

Each unit is fully guaranteed for a period of 24 months from the date of delivery. From the warranty are excluded all defects caused by force 
majeure (lightning, fire, etc..), as well as any damage caused by improper use of equipment. The products must be installed and/or used in 
accordance with the specifications and instructions given by Domus Line Srl. They must also be installed and/or used in compliance with the 
provisions governing the installation and/or use of electric material force in the country where the products are installed and/or used. To this 
end, the buyer expressly releases Domus Line Srl from any responsibility for improper use, failure to comply with safety standards, technical 
specifications and instructions for use. The products which do not meet the standards and/or specifications in force in the European Union, 
will only be provided to the buyer that in the order specifies that the destination country does not belong to the European Union and 
indicating to have exhausted all the controls on compatibility of safety standards in force in the country outside the EU for which they are 
intended. In the absence of other arrangements for testing of the equipment, the standards established by the CEI (Italian Electrotechnical 
Committee) are valid. The warranty is void without fail in the event of tampering with the equipment by persons or technicians not specifically 
authorized by Domus Line Srl. The warranty does not cover normal wear and tear or the consequences of improper installation, nor the failure 
and/or breaks caused by inexperience and/or neglect.

scan for general conditions of sale
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